Shure Device IP Ports and Protocols 


The following list applies to: 


e MXA310 

e MXA710 

e MXA910 

ANI4IN 

e ANI4OUT 

e ANIUSB-MATRIX 
ANI22 

e P300 

MXN5W-C 

MXA Network Mute Button (Doesn't use any Dante ports) 
e MXCW 


Shure Control 


[Pon [TGPUDP [Protocol _[Descrpion  Jreoy DCS 
[se fu [once | Dynamic Host Coniguration Poo foon 
feo" [icp [HTTP [Required to launch embedded web sener [Open 
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Dante Audio & Controller 


Pan omu [eooo Joen OOOO 


*These ports must be open on the PC or control system to access the device through a firewall. 


tThese protocols require multicast. Ensure multicast has been correctly configured for your network. 


Exported 10/2020. Subject to change. 


IntelliMix® Room IP Ports and Protocols 


319, 320 


PTP clocking Shure PTP.exe 


UDP 5568 Session Data Transport (SDT), part of ACN | Shure_IntelliMix_Room.exe 
8427 Shure SLP (discovery) (multicast) Shure_IntelliMix_Room.exe 


( 
TCP 443 Outbound HTTPS Shure_IntelliMix_Room.exe, Shure. 
SoftwareUpdate.exe 


AXT400, AXT600, AXT610, AXT630/631, AXT900, P10T, ULXD4, ULXD4D, ULXD4Q, AD4D, AD4Q, 
AD610, SBRC, SBC220, SBC240, SBC840, SBC840M Ports and Protocols 


Shure Control 


Required for firmware updates, Data 
exchange 


Standard Console interface (only open in 
debug modes) 


N/A (Unicast) 
N/A (Unicast) 
Multicast SLP 


ULXD4D, ULXD4Q, AD4D, AD4Q 


Dante Card 


16000-65536 | UDP 


Exported 10/2020. Subject to change. 


UR4/ MW4 


Required for 3rd party control strings 


Exported 10/2020. Subject to change. 


